पाली सं . . ( ग . एम . )-127 


REGISTERED NO , D . (D .N .) 127 


-- - -- -- -- 


-- - -- - - - - - - - - 


AI 


RE 
भारत का राजपत्र 
The Gazette of India 


समारने 


असाधारण 
EXTRAORDINARY 


भाग JI - AVड 3 - उप - खण्ड (i ) . 
PART II- - Section 3. - Sub -section (i) 


प्राधिकार से प्रकाशित 
PUBLISHED BY AUTHORITY 


सं . 383 ] 
No. 385) 


नई विस्तो , शक्रवार, जुलाई 15, 1988 अबाई 24 , 1910 
NEW DELHI, FRIDAY, JULY 15 , 1988 /ASADHA 24, 1910 


इस भाग में भिन्न पृष्ठ संख्या दी जाती हैं जिससे कि यह अलग संकलन के रूप में 

रखा जा सके 
Separato Pagog is given to this part in order that it may be files as a 

separate compilation 
.. .. . - - - - - . .. -- - --- --- . : - - - ---- ------ -- - -- - - - - - -- - - ..-- - - -- - - -- --- - -- - - - - - - - - - - -- -- -- . -.- :.. -- - -- -- - - - -- - - - - - - 


- 


श्रम मंत्रालय 


प्रा विनियम 


नई दिल्ली, 15 जमाई , 1१९६ 


1 . इन विनिमी का मनिस गाम कोयना धान ( मापन ) विनियम 
} 9998 है । 


अधिमूत्रना 


मा . का . मि . 787( अ.) .....कोयला खान विनियम , 1957 का संशोधन 
कारने के लिए कतिपय मिनियमो का निम्नलिखित प्राम , जिसे फरद्रीय 
भरकार , खान अधिनियम , 1952 ( 1952 या 35 ) की धारा 57 वार ! 
प्रवास शक्तियों का प्रयोग करते हुए, बनाना चाहती है, न अधिनियम 
की धारा 59 का उपधारा ( 1 ) की अपेक्षानुमार एस सभी व्यासों 
की जानकारी के लिए प्रकाशित किया जाना है , जिनके इन प्रमाविन 
होने की संभावना है और हम बाग यह सूचना दी जाती है कि तुम्न 
प्रा पर इस अधिसूचना के राज में प्रागन की तारीम्र में तान 
भाग की अवधि की समाप्ति पर विचार निवा माना । 


वोयना या मिलिया. 1957 ( जि प नाउ 
विनियम कहा गया है ) के विनिधन 2 व 1 ) पान 
निम्नलिखिम या यन म्याकित ति जा . प्री -- - 
. " ( 3.1 - 4 ) खदाई में पेमा उन्ना है जो कि मैं 
कोयने का पग लगा । या को बता प्रामपाल के लिए 10 गा 
है या किया जा रया है । 
___ 3 उन विनिरनों शिनिया 11 उपनियम ( 10 ) के प्रयात् 
निम्नलिखित परन्तु या या जगा, या - -- 

___ या बैठा म अधापूर्वोक । गगन नही है ना 
बैमा म्पनः हो नान नित पापा का ना को या यदि उस दिन 
गानिक छटा है तो अगो कार के ITE यगि । को 
जाएगी और शगन वैर के लिए माय , स्थान और कानिचो 
आ रहे । म वै मैं , दस बात का विवा में लाप 
मिना उममें मरम्प हाजिर में काम ना निदाना विधि 
पुर्ण होगा " । 


विही प्रेम भापों या गृक्षावों पर, जो इस प्रसार विनिविष्ट पनी । 
में पहले 347 पाप को पाबन किमी का में प्राप्त होग, वार 
गरकार विचार करेगी । 
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_ बियमा विनियम । । ग . चिनियम ( 1 ) ना पूरा 
परन्नु और " या थिान यम 11:: का शलो मा उपयिनियम ( 3 ) में 
पाए है , का लोप किया जाएगा । 


. .. उनन विनियमो नः विनियम ! म ... 

( i ) उपविनियम ( 2 ) के स्थान पर निम्नलिखित विनियम मा 
आएगा , अर्थात: -- 

___ ( 32) प्रबन्धक , मवक्षम , ऑपरमैन या मरवार के प्रमाण . 
पत्र हेतु किमी परीक्षा के लिए किसी व्यक्ति को सव तक प्रवेश 
नहीं दिया जाएगा जब तक कि उसने किसा मान्यताप्राप्त विश्व 
विद्यालय की मंदिकनेशन परीक्षा या उसके समतुल्य परीक्षा उत्तीर्ण 
न पर ली हो , और इंजन पालक या विम्फोटकर्ता के प्रमाणपत्र 
हेतु जब भक वह बोई बा या समाधान न कर ये कि वह पहा 
लिखा है " । 

परन्तु इम उपविनियम की किम ( बात के बारे में यह नहीं समझा जाएगा 
कि उसने उस व्यक्ति को उपविनियम के उपबन्धों का समाधान न करने 
पर 1 जनवरी, 1989 को या उसमें पूर्व सरदार के प्रमाणपत्र के लिए 
किमी परीक्षा में बैठने मे विनिन कर दिया है यदि वह पहले ही उf 
प्रमाणपत्न के लिए किमी परीक्षा में प्रयेण पा चना था । 


५. उक्त बिनियमा के थिनियम 32 के पश्चात् निम्नलिखित विनियम 
अंत स्थापित किया जाएगा प्रर्या - - 

" 3 ". 27 . मयातन अधिकारी की अर्हताए और नियुक्ति हर 
खान में जहां पहली डिग्री का गैमीय संस्तर हो जिमका औमन उत्पादन 
5000 टन में अधिक है या मगे अथवा तीमरी डिग्री पर औमन 
उत्पादन 2500 टन में अधिक है वहा, खान के पर्यवेक्षण कार्य में संवानन 
प्रणाली के अनुरक्षण में प्रवन्धक की सहायना इन विनियमों के उपबन्धों 
के अनुसार किसी संवातन अधिकारी धारा दी जाएगी । वह ऐसा भ्यति 
होगा जो निम्नलिखित पहनाएं रखना हो - - 


( क ) किमी ऐमी रमन की दणा में जिममें पहली डिग्री का गमीय 

मंस्तर है और जिमका औसत उत्पादन 15, 000 टन मे 
अभिक है या किमी मी खाम की दशा में जिसमें दूसरी 
या तीसरे ग्रिी का गैसीय मस्तर है और जिसका . औसत 
उम्पादन 10, 000 टन में अधिक है , प्रबन्धमः का प्रमाणपत्र, 


और 


( ii ) उपविनियम ( 22 ) का लॉप किया जाएगा । 

5. उन यिनियमों के विनियम 20 के स्थान पर निम्नलिखित 
धिनियम रखा जाएगा, अर्थात् ---- 

" 0. प्रमाणपत्र देने के लिए फाग --- 
11) प्रमाणपत्र देने के लिए प्रत्येक प्रायेदन की बावा फीम निम्न 

निखिलं मान के अन मार दी आगगी - -- 
( प. ) प्रथम वर्ग प्रबन्धक के प्रमाण पत्र की दशा में 100 रु . 
( त ) द्वितीय वर्ग प्रबन्धक के प्रमाणपत्र की दशा में 
( ग ) मर्वेक्षण के प्रमाणपत्र की दशा में 

50 . 
( घ ) ओवरमैन के प्रमाणपत्र की दशा में 

50 र . 
( 1 ) मरवार के प्रमाणपन की दशा में 

30 . 
( च ) प्रथम वर्ग जन चालक के प्रमाणपत्र की शा07. 


50 


( 2 ) प्रत्येक अन्य मामले में , किसी प्रवन्धक का प्रमाणपत्र या 

विनियम 16 के उपविनियम ( 1 ) के परन्नुमा के प्रयोजन 
के लिए अनुमोदित भनन या खनन इंजीनियरी में कोई डिग्री , 

दिप्लोमा या प्रमाणपत्र । 
परन्तु जहां विशेष गर्ने विद्यमान है , वहां प्रादेशिक निरीक्षका, लिखित 
आदेश वारा और उन शनों के अधीन गो यह उम में विनिर्दिष्ट करें , 
इन उपबन्धों के फेफार में किसी मवातन अधिकारी की नियुक्ति की 
अनुज्ञात या अपेक्षिर कर सकेगा या संपालन अधिकारी भी सहायता के 
ग्निा उतने व्यक्तियों को नियुक्ति अपेभिन कर सकेगा जितने प्रादेश 
में यिनिर्दिष्ट किए जाए : 


( छ ) वितीय वर्ग इंजन चालक के प्रमाणपत्र की 


25 . 


दणा में 


25 म . 


( ज ) विस्फोटकर्ता के प्रमाणपत्र की बगा में 
( अ ) गैम परीक्षण प्रमाणपत्र की दशा में 

257 . 
( ट ) लैम्प चैकर के प्रमाणपत्र की बणा में 
( 2 ) मुख्य निरीक्षक , उपविनियम ( 1 ) के अधीन मंदन पोस के 

प्रसिदाय की अनुजा दे मकेगा जहां अभ्यर्थी की प्रमाणपत्र 
देने के लिए परीक्षा के पूर्व मुत्म हो गई है या जहां फीस फा 
गलती से मंदाय कर दिया गया है । 


परन्तु यह और कि किसी प्रेमी पान की दशा में जिसमें पहली डिग्री 
की कोई गैसीय संस्तर है और जिसका औसत उत्पादन 15, 000 टन से 
कम है , प्रादेशिक निरीक्षक , उममें संक्रिया भी प्रकृति और विस्तार पर 
यिचार करते हुए लिखिप प्रादेण द्वारा और उन शतों के अधीन , जो 
बहे उसमें विनिर्दिष्ट करे , विनियम 31 - क के अधीन नियुक्त संवासन 
अधिकारी के पद को मृरक्षा अधिकारी के पद के माय मिलाने के लिए 
अनजात कर सकेगा । 


स्पष्टीकरण - - प्य विनियम में प्रयोजन के लिए " औसत उत्पादन " मे . 

पूर्ववती वर्ष के दौरान सभी संस्तरों की भूमि के नीचे 
गक्रिया में फुल उत्पादन का प्रतिमान ओसन अभिप्रेत है । 
जहा ग्रान म विभिन्न डिग्रियों में गैस वाले मस्तर को यहा 
पूर्वोपणित औमत उत्पादन गैसीयना की उत्खनम मिग्री 
के मस्तर या मम्मगे मे समा जाएगा । 


10. उन विनियमों के विनियम 34 के उपविनियम ( 1 ) फे 
पश्चात् निम्नलिखित उपविनियम अंतःस्थापित किया जाएगा, भीम् - - 


( 3 ) यथापूर्वोक्त के सिवाय , किगी प्रमाणपत्र को देने के लिए 

__ मंदात फीस प्रनिदेय नहीं है । " 
6. उक्म विनियमों के विनियम 25 का लोग किया जाएगा । 
7. उपम विनियमों के विनियम 26 में , - - 
( 1 ) " ओवरमैन , मरदार , इंजन पालक , विस्फोटकर्ता, गम परीक्षण 

या लैम्प चैकर के प्रमाणपत्र का निलम्बन " शब्दों, जो पाय 
• शीर्ष में आए हैं , के स्थान पर " प्रबन्धक , मर्येक्षण के प्रमाणपत्र 

का मिलवन " पान्द रख्ने जाएगें । 
( 2 ) ओवरमैन , सरवार , इंजन पालक , विस्फोटकर्ता, गैस परीक्षण 

या लेम्प कर के प्रमाणपत्र का धारक शम्नो जो उपविनि 
यम ( 1 ) मैं पाए हैं , में स्थान पर " प्रबन्धक मन का 
भमाण ! Tा धारक " णम रखे जाने । 


"( 1 -4 ) उपविनियम ( 1 ) के अधीन किमी ओवरमैन को 
मापी गई गान गा जिना में प्राकार का नही होगा और न ही 
इन विनियमों के मकान उसके कर्तव्यों में भिन्न फोई अमिरिकम 
आर्मव्य ऐसा होगा जिससे इन विनियमों के अधीन उसको विहित 
कर्तव्यों के टीक ढग मे निर्वहन में रुकावट संभाव्य हो और. यदि 
पूर्वगामी कर्तव्यों के संबन्ध में सदेह उतना होता है तो उसे मलय 
निरीक्षक मो विनिम्नय के लिए निर्दिष्ट किया जाएगा । 
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- 


- 


- 


- 


11. उक्त विनियमों के विनियम . 41 के उपविनियम ( 8 ) के अंत 
में , " और ऐसी प्रत्येक प्रविष्टि की एक प्रति रेखांक की एक प्रति के साथ 
दुर्घटना के सात दिन के भीतर प्रादेशिक निरीक्षक को प्रस्तुत की जाएगी " 
शन्द अंतःस्थापित किए जाएंगे । . . . .. 


12. उक्त विनियमों के विनियम 41क के उपविनियम ( 1 ) में , 
" यदि " शब्द के स्थान पर " किसी आपातकाल में के सिवाय , ऊपर विनि 
दिष्ट कर्तव्यों से भिन्न कोई कर्तव्य सुरक्षा अधिकारी को नहीं सोंपे जाएंगे 
• और जहां कहीं " शब्द रखे जाएंगे । 

13. उक्त विनियमों के विनियम 42क के उपविनियम ( 2 ) में , 
- " यदि " शब्द के स्थान पर “किसी आपातकाल के सिवाय पर विनि 
दिष्ट कर्तव्यों से भिन्न कर्तव्य संवातन अधिकारी को नहीं सोने जाएंगे 
जहां कहीं " शब्द रखे जाएंगे । . . . . 


( ख ) प्रादेशिक निरीक्षक द्वारा या उसकी लिखित मंजूरी के सिवाय 
- पूर्वोक्त अवधि को समाप्त से पूर्व हटाया नहीं जाएगा " । . . 
17. उक्त विनियमों के विनियम 108 में ,--- 

(i ) उपविनियम (i) के खण्ड ( ख ) के पश्चात् निम्नलिखित खण्ड 
- अन्तःस्थापित किया जाएगा, अर्थात् :-- - 
"( ख ) पार्श्व के 10 मीटर के .. भीतर प्रत्येक विकास संक्रिया और 

सड़क मार्ग का प्रत्येक जंक्शन किलो विकास पार्श्व के तुरन्त 

बाहर होगी : . . . 
( ii ) उपविनियम ( 2 ) और उपविनियम ( 3 ) के स्थान पर निम्न 

लिखित उपविनियम रखे जाएंगे , अर्थात् : - - 
. ( 2 ) प्रत्येक ऐसी खान का प्रबन्धक, जिनमें भूमि के नीचे संक्रियाएं 
हो रही है, उपविनियम (1 ) के विनिर्दिष्ट किमी संक्रिया के प्रारम्भ 
से पूर्व और तब भी जब प्रादेशिक निरीक्षक द्वारा अपेक्षित हो स्तर के 
भौतिक यांत्रिकी गुण स्थानीय भूवैज्ञानिक दशाओं, कार्य और यंत्रीकरण 
की प्रणाली और पूर्व अनुभव का सम्यक् रूप से ध्यान रखते हुए विरचना 
करेगा , और ऐसे व्यवस्थित आलंब नियमों को प्रवृत्त करेगा जिनमें प्रत्येक 
संक्रिया के संबंध में आलंब के प्रकार और निनिर्देश तथा उनके बीच अन्त 
राल विनिर्दिष्ट किया गया हो । 


al 


. 


( i ) सड़क पयों पर, जिनके अलात ऐसे स्थान भी है जहां मशीनरी 

का उपयोग कटाई, संवहन या लबाई के लिए किया जाता है , 
आलंब । 


. ( ii ) प्राप्त ( छ दाधा र ) की प्रत्येक पंक्ति छत बोल्ट या अन्य 

. ग्रालंब । 


(iii ) प्राप्त की पार्श्वस्थ पंक्तियां, छत बोल्ट या अन्य आलंव । 


( iv ) प्रालबों को अंतिम पंक्ति और प्रामुख ; 


14. उक्त विनियमों के विनियम 43 के उपविनियम ( 8 ) के खण्ड 
( ख ) में निम्नलिखित स्पष्टीकरण अंतःस्थापित किया जाएगा, अर्थात्: - - - 
"स्पष्टीकरण - - उक्त विनियम के प्रयोजन के लिए, "न्यायोचित कारण " 

केवल इस विनियम में प्रगणित कर्तव्यों से संबन्धित होगा " 
15 . उक्त विनियमों के विनियम 100 में -- - 
( 1 ) उपविनियम ( 1 ) में “मुख्य निरीक्षक " शब्दों के स्थान पर 

“प्रादेशित निरीक्षक " शब्द रखे जाएंगे । 
( 2) उपविनियम ( 4 ) का लोप किया जाएगा । 
( iii ) उपविनियम ( 5 ) में , “ उस छत का यथासंभव कम से कम 

क्षेत्र जो ढहने से बच गई हो " शब्दों के पश्चात् "किसी 
वायुविस्फोटक या खंभों पर भारडालने से उत्पन्न खतरे का 
सम्यक रूप से ध्यान रखते हुए " शब्द अंतः स्थापित किए 

जाएंगे । 
16. उक्त विनियमों के विनियम 103 क में ,- - 
( क ) उपविनियम ( 1 ) में विद्यमान परन्तुक के पश्चात् निम्नलिखित 

परन्तुक अन्तःस्थापित किया जाएगा , अर्थात्.: - - 
"परन्तु यह और कि रजिस्टर में की गई किसी प्रविष्टि या 

उसमें किसी प्रविष्टि न किए जाने से यया पूर्वोक्त परन्तुक 
के अनुसरण से संसूचना दिए जाने या न दिए जाने 
से अधिनियम या विनियम , नियम उपविधियों या उसके . 
अधीन किए गए आदेशों के अधीन किसी व्यक्ति के 

कर्तव्य और बाध्यताएं किसी प्रकार सीमित नहीं होगी । " 
( ख ) उपविनियम ( : ) के स्थान पर निम्नलिखित उपविनियम . 

रखा जाएगा , अर्थात् : - - . 
“ ( 2 ) जब रजिस्टर में कोई प्रविष्टि की जाती है तो :- - 
( क ) तब प्रत्येक स्वामी, अनिकर्ता, प्रबन्धक को यह जानकारी 

होना समझा जाएगा कि उस प्रविष्टि में क्या अंतर्विष्ट है ; . 


( v ) द्रवचालित मेख और विद्युत प्रालंब ; और 

( vi ) पैक और प्रामुख । 
- परन्तु, किसी ऐसी खान की बाबत जहाँ विकास संक्रियाएं पहले . से . 
चल रही है, वहां उपविनियम ( 1 ) के खण्ड ( ग ) में विनिर्दिष्ट संक्रिया 
स्थल के संबंध में प्रालंब नियम , इस विनियम के प्रवृत्त होने की तारीख 
के 15 दिन के भीतर विरचित और प्रवृत्त किए जागे। . . . 

( 3 ) प्रबन्धका. उपविनियम ( A ) में विनिर्दिष्ट किसी संक्रिया के : 
प्रा रम्म से कम से कम 30 दिन पूर्व और उसके परन्तु के अधीन रहते 
हुए व्यवस्थित काष्ठकार्य नियमों की एक प्रति प्रादेशिक निरी- . 
क्षक को प्रस्तुत करेगा जो किसी भी समय , लिखित आदेश द्वारा नियमों 
में ऐसे उपांतरों की अपेक्षा कर सकेगा जो वह उनमें विनिर्दिष्ट करे । 
.. (iii ) “यया पूर्वोका विरचित और अनुमोदित " और " अन्य शब्दों 

____ का जो उपविनियम ( 4 ) में आए हैं , लोप किया जाएगा । 
(iv ) उपविनियम ( 5 ) के पश्चात् निम्नलिखित विनियम अन्तः 

स्थापित किया जाएगा , अर्थात् : - - 
" ( 6 ) प्रबन्धक निम्नलिखित विनिर्दिष्ट करते हुए स्थायी प्रादेशों 
की कोई संहितों बनाएगा और कार्यान्वित करेगा :-- .. 
( क ) उपयुक्त सामग्री, यथोचित शक्ति और पर्याप्त मात्रा में 

आलंब के उपापन और प्रदाय के लिए प्रणाली और संगटन 

जहां वे सुकर रूप में उपयोग के लि , उपलब्ध हैं । 
( ख ) हैंडलिग की पद्धति जिसके अन्तर्गत खोलना और ममंजन भी 

है , जहां आवश्यक हो , और सतह से प्रामुख तक और प्रामुख 
रेखा से उनके नए स्थलों तक आलंवों का परिवहन ; 


( ख ) उसकी एक प्रति ऐसी प्रविष्टि के तीन दिन के भीतर खान के 

सूचनापट्ट पर पंद्रह दिन से अन्यून अवधि के लिए संप्रदर्शित 

को जाएगी । " 
( ग ) उपविनियम ( 3 ) के पश्चात् निम्नलिखित उपविनियम अंतः 

स्थापित किया जाएगा , अर्थात् : --- 
" ( 4 ) - रजिस्टर :- - 
( क ) खान कार्यालय में अंतिम प्रविष्टि किए जाने के पश्चात् कम 

से वार तीन वर्ष की अवधि के लिए निरीक्षण के लिए उपलब्ध 
- रखा जाएगा , और 


.. . 


आप 


TRE GAZETTL OF INDIA : EXTRAORDINARY 

[ PART H SEC . 3(6)] 
- - --- - --- - - - --- - -- - - - - - - - - . ... .. -- - -- -- - - - --------- 
( 1 ) अनुगरण के लिए प्रणाली बोर गंगटन और पालंयों की जांच , 

( ७ ) उपर लटके हुए पाया की नीचे की ओर दरेसी की जाएगी । 
म र किन रों की दरेगो कार लबों का पनि माग 

जहां यह मांद न हो , महा नो छदा धार या मालम के अन्य 
पक्ष अर . क : नया विस्थापित मालंबो का जिगने 

उप मन माधन एक मीटर से अधिक अन्तरालो पर परिनिर्मिन 
गन मुनि । आंगार भी है गुपरिर्माण करना । 

पिका में । 
( घ ) मी निमित सालं पण या सर के पटा से अनुपस्थित 

( 7 ) नहीं माल गा अन्य सामग्री परी हुई है या पानम के प्रबो मन 
रहने माछामरेरश नगर लगा जाने के लिए मक्षम 

के लिए कोई पर बनाया गया है, वहीं उसे पंक कि जागण 
गियों का पाल , अं 

___ या छम मे उसके संपूर्ण क्षेत्र में नया माध्यमप में माना जागा। 
( 3 ) मे संबधित व्यको परि लामा, र, पाठार, ( s ) ( नः ) छन और पापर्व नया पासंगों का प्राय . ययात्रावश्यक 
विस्फोटक , नखार , गोवग्नन और महायाः प्रमन्धकों को 

परीक्षण किया भारा ; और उसके मिपाय जहां यह पालंब 
४ बस्थिन बालंब नियमों में और कार्य की प्रकृति में जिनका 

को प्रयोजनों के लि : शावक न हो , कोई प्रासंब निमी मंत्रिया 
डा निमित प्रयेस पनि दाग मिलाद किया जाए , पूरी 

में ठीला हो गया हो , टूट गया हो या अम्पपरिया हो गया हो 
मा मे न कगने की रीमि " । 

य : हटगा हो तो उसे कम से कम संना विलंब से मिशिष्ट नया 
18. उन विनिरमा के विनियम 100 का ग्थना पर निनाखत 

किमो विधान के पश्चात व्यक्तियों को गुजरने की अनुशा 

देने या कार्य पर बागम पाने से पूर्व कमा, बदला या प्रक्षेनिस 
विनियम रखा ज , अर्थात् :... 

किया गारा , जहा तल कोब ना या छत कोयला लिया गया 
" 1 09, लव लाना ( 1 ) ( क ) प्रत्येक छ.याचार मुरक्षित रूप में 

है यहो ल तर छवाधार के स्थान पर दीविनर छादाधार लगाम 
और गदद नीव पर मनाई जान , और छत मे कगकर 

जाएंगे । 
र : जागी । 

( घ ) से प्रत्येक स्थान में जिगर्भ से छलकायला लिया गया है 
( ग ) जहा काई का छदार बात या न्य प्रत सामग्री पर माया 

या छन या पार्श्व गिर गए है न तो गिरे हुए फोयले 
मना है, नहीं 5 मटोमीटर से अपन मोटाई 25 गर्दीमटर 

को या उसके किमी भाग को माफ करने का कार्य किया 
चीड अऔर ॥ 75 मीटर लम्बाई के विनी गट- प्राचार 

जायेगा और मह। मिनी व्यक्ति को गुजरने को मन शा दो 
वाले टुकड़े का उपयोग किया जाए । 

जाएगी जब तक कि नई वली छत या पार्यो की परीक्षा नहीं 
( ग ) अछा दार पर उपयुक्त नक्कन की चौड़ाई छादाधार में अर्ध 

कर ली जाती है और यदि अावश्यना हो मो , अस्थाई बालम 
याम से प्रभून, मोटाई , 5 मेंटीमीटर से अन्यून और लंबाई 

द्वारा सुरक्षा प्रदान नहीं कर दी जाती है । 
( 1. 5 मीटर से अल्यन होगी । 

( २ ) उपविनियम ( 8 ) में किसी बात के होते हुए भी , किसी 
( : ) किमी पय की छत को प्रालंब देने के लिए लगाई गई 

मरदार या ओवरमन के पर्यवेक्षण के अधीन न्यूनतम संख्या 
प्रत्येक छड़ , सड़क पर के किनारों पर या मडकः पय के 

में उतने व्यक्ति लगार जाएंगे जो वहां छत और पायों की 
के किनार्ग में कम से कम 0 . 5 मीटर गहरे बनाए गए छिद्रों 

मुरक्षा के लिए आवश्यक हो । 
मुरक्षित रूप से जमी हुई छाकावार पर या कास पर या 
उपयुक्त डिजाइन तथा पर्यापम मजबूत इस्पास की कानेपों पर 

( 10 ) जहां छन योल्ट्रों ना मालंब के कप में उपयोग किया जाता 
सुरक्षित मग से गाई जाएगी और छा में कम कर रखी 

है , वहां बोन्ट स्थान में सुरक्षित रूप में लगाए जायेंगे । 
जागी । जहां लैंगिग प्रावश्यक हो, वहां लैगिम की संख्या . 

( 11 ) ( क ) विद्युत प्राप्लंब , द्रवधानिक छ. दाधार या संपर्क छ , 
प्रत्येक छह मा प्रत्येक मीटर लंबाई के लिए फ से कम नही 

कॉपल । के किमी जाल को पाव से उतार लिए जाने के पश्चात 
होगी और नैगि को छर में कागकर रहा जाएगा । 

यया शक्य माध्य प्रगत किया जाएगा साविः यह सुनिश्चित 
( 3 ) ( 4 ) कालब के सर में प्रयुक्त प्रत्येक का . निमित होग 

किया जा सके कि बिना प्राब की नवीनतम मुली को 
और वास्तविक फर्ग पर या गुरक्षित नांव पर लगा प्लागा 

न्यूनतम रया गया है । 
गया छत से ययागगरि रमते सुर कार कान मा रमा 

( ख ) सिंधुत सालंब , दयमालित मा और छादाधार तथा पर्षग 
( स ) काग के अंशों के स्टम में केवल प्राचममा र दकसो का हो .. प. छादाधार सुरक्षित मागे लगाए जाएंगे और समय समय पर जान 

यो निया जाएगा, समापि काष्ठ की बगा में दो सामने की जाएगी । यदि किसी वियुत पालव या वचालित मेम्स में किसी बुटि 
गामने ने किनारों को जोड़ना ही पर्याप्त होगा । 

का पता चलता है तो उस की यथाशाक्य शीघ्र देखभाल की जाएगी और 
( ग ) वाग में अश 1 , 2 मीटर से प्रत्यून लाई के नहीं होगे । 

तत्र तक के लिए उस स्थान पर छत में पारम्परिक पारंग प्रभावी ढग 

से लगाए जाएंगे । किसी त्रुटिपूर्ण प्रवचालित या धर्वग छानाधार को तुर न 
( घ ) सांगो को विमी तिपिरिग क्षेत्र में पाग्म परिनिर्माण गरिने अदला जाएगा । 

से पूर्व छ।कारों का प्रत्येक काग्म के किनारे पर परिनिर्माण 
किया जाएगा । 

( ग ) जहां छन , प्रांगन या पाश्यों में किमी अनिवमातना के कारण 
( 4 ) के हुग भस्तर में पालंब छाक्षधार और काग्म म प्रकार 

मा मिसी अन्य कारण से कोई विद्युत प्रालय या दववालि । मेध प्रगावहीन 
सर जाएंगे कि संस्तर के काय या गड़क पथ तथा 

हो जाती है , यहां पारंवारिफ बालवा मा पर्याप्त मात्रा में उपयोग किया 
गमा का श्रारम्भिक गनि का मान रखरो हा अधिवातम मातंब 

जाएगा । 
गुनिश्चित किया जा गरे । 

( घ ) किसी भी कारण में संवाहक के भामुख पाव पर गुरजने या 
( 6 ) छत में प्रत्येका कगर और प्रत्येक पम ख कार या स्खलन कम 

कार्य करने में व्यक्तियों के लिए किसी भी समय यह मावश्यक हो जाए 
कम ; पोरगा ग म प गे सरिया पार जो किसी मासुर संपाक कपामुन्न पाई पर FT और पाग्यों के प्रालय 
पर छों से प्राबिन रखी जाएगी । 

पीलिए भतिरिकता प्राप्नयों का परिनिर्माण भी किया जाएगा । 


[ भाग II - - खण्ड (i) ] 

भारत का राजपत्र : असाधारण 
- - - - - - - - - - -- -- - -- - - - - -- -- - - - - - -- - - - - - - - - - - - - - - - - - - - - - - - - -- -- - -- -- - - - - - - --- - - -- -- - - - - . . - 
19 . उस बिनियमों के विनियम 110 के स्थान र निम्नलिखित विनियम 

( क ) कोई सक्षम व्यक्ति स्थल .. हर समय उपस्थित रहेगा : 
रख। गाएगा, अति: -- 

( प ) किमी हानिकर पदार्थ, म्यामरोजी या प्रश्नबननीन गैसों , 
" मानवों का हटाया जाना --- 

ज्वाला, भार गिराई गई या फैसो गई राय और मामग्री, जन गैग के 

विस्पोट और विदरिका में गिरने वाली या जनम नका, 
( 1 ) जय कभी पालयों को हटाया जाना हो तो ये उस पल में 

जो आग लगने के क्षेत्र में हो सकते है, से व्यक्तियों को होने वाले 
हटाए जाएंगे गिरी प्रबन्धकी में म्यायी आदेशों में विनिर्दिष्ट किया जाएगा । 

सतगे को रोकने के लिए पाप्न पूर्वाविवानिया बरती जाएंगी । 
स्थायी मादेश के प्रार्गत निम्नलिखित हागा - - 
( क ) समुचित औजारों का प्रयाय और उपयोग तथा सुरक्षा जाप 

( ग ) मा भारी मशीनरी का सहायता से प्रमाण या न में संबधित 
( स ) ऐसी छत के जिमसे मानव हटाए जा रहे है नुहने को रोकी 

काम करते समय मंदेहास्पद स्थिरता के प्रमाणित क्षेत्रों में मिमी 
के लिए अतिरिकप पानवों का लगाया माना ; 

मंपरीक्षित, या पानन भार वाली किमी क्रेन या किसी अन्य 
( ग ) भालयों को हटाने का क्रम ; उसमे किनारे के छादावार को हटा । 

उपयुक्त साधन का उपयोग किया जाएगा और ज्ञान या जहाँ 
से पूर्व किसी मांग को हटाना ; 

रिक्तियां अन्नविष्ट होना मंदिग्ध हो किमी क्षेत्र में उन्धनन 

किया जा रहा हो तो मंदिग्ध भूमि पर चला ! गा रह पस्कार 
( घ ) मांगन्या में लगे व्यक्तियों को सुरक्षित स्थिनि ; 

के अधिमाप में कार्पण रेखा या कर्षण अनापक का उपयोग 
( क ) मे सक्षम मनियों का प्रशिक्षण जिन्हें मांकाएं मौंपी गई है ; 

किया जाएगा । आग के मंबंध में प्रयुक्त प्रत्येक उपकार में 
और 

ना के प्रभाव की उचित गुंजाइश मा माएगी । 
( च ) बाल हटाने के दौरान पर्यवेक्षण । 

( घ ) भूमिगत प्राग या मान की वार में 
.. ( 2 ) विधुत प्रालयों की दशा में , हटाए जाने को सांझयाओं के दौरान 
प्रामुख रेखा के मानवों की पति प्रादेण में विनिदिष्ट की जाएगी । " 

( ३ ) प्राग या नपन स्थल तक निरपर . ९प सफक मार्ग 

को मदाय धूल या अाग के फैलने को रोसने के लिए 
20. उक्त विनियमों के यिनियम 1184 में , - - 

डिजाइन की गई किगी अत्र रीति में अभिक्रिमन किया 
( i ) उपविनियम ( 1 ) में "स्तम्भ निष्कर्षण " शब्दों के स्थान पर , 

जाएगा । 
जो खण्ड ( क ) और ( ग ) में प्राते है, " कायला निष्कर्पण " शब्द रस्त्रे 
आएंगे । 

( ii ) ममपथ पर या उसके निकट पर्याप्त संख्या में स्वममाघ 

कारक और कम से कम दो धुओं शिरस्एण या अन्य 
(ii ) उपधिनियम ( 3 ) में “ गोण्ड क्षेत्र " शस्यों के स्थान पर जो 

उपयुक्त माधिन, नो उपयुक्त पक्षियों मे ग्रुक्त पिजर 
पर ( ग ) मे पाते हैं , "गोएवई क्षेत्र और अनुपयुक्त खान ” गन रखें 

कार्बन मोमायमाइट गंग का पता लगाने के मुग्य निरीक्षक 
जाएंगे । 

द्वारा अनुमोदित प्रय माधन और एक लो वाली सुरक्षा 
(iii) उपविनियम ( 4 ) के परतुक का लोप किया जाएगा । 

लैंप या कार्यनडाइआक्साइड गैम का पता लगाने के 

मुन्य निरीक्षक द्वारा अनुमोदिस अन्य साधन आयात में 
21, उमन विनियमों के विनियम 119 के स्थान र निम्नलिस्बिन विनियम 

उपयोग के लिए उपलब्ध रखे जाएंगे । 
रखा जाएगा अर्थात् : 
( 1 ) अब किसी म्यक्ति को धुओं या किसी • अन्य चिह का पता 

( 4 ) ( क ) उन व्यक्तियों से भिन्न किसी व्यक्ति को जिनकी अपेक्षा 
चले , जिससे स्वमः सपने का होना उपवर्शित होता हो , या प्राग लगने 

आग या तपन के संबध में कार्रवाई करने के लिए या उसका 
का पना चने जो भूमि पर कोयला निष्कर्षण या किसी कार्यरत निवत्त 

मह बन्द करने के लिए या उमको विलगित करने के लिए 
खार में या भूमिगत सान के किसी भाग में लग गई है. वह व्यक्ति सुन्न 

की जाती है , विद्युत खान नक्रिया या भूमि के नीचे खान में 
उसके बारे में अपने उच्चतर भिकारी को गुचना देगा । 

या पाग के समीपस्थ मनही क्षेत्र के किमी भाग पर तब तक 

पुनः प्रवेश नहीं करने दिया जाएगा जब तक प्राग या मपन 
( 2 ) किसी नियत खान में या कोयला निष्कर्षण द्वारा ट्टी हुई 

प्रभावी रूप में बुला न दी गई हा या उसका मह बन्द न कर 
भूमि पर या भूमिगत खान किगी भाग में , कोई ऐसा बिह जो यह 

दिया गया हो या अन्यथा प्रभावी रूप में नियंसिन नहीं हो 
उपशित करे कि प्राग लग गई है या लग सकती है या स्वतः तपन हो 

जाती और प्रबन्धक , अवर प्रबन्धक या महायक प्रबन्धक द्वारा 
गया है या हो सकता है, प्रमट होने पर --- 

परीक्षा नहीं कर ली जानी और खान सुरक्षित घोषित नहीं 
( क ) इन व्यक्तियों से भिन्न जिनकी उपस्थिति भाग मा सपन स 

कर दी जाती । ऐसी हर परीक्षा की रिपोर्ट इस प्रयोजन के 
निपटने के लिए आवश्यक समानी जाए सभी व्यक्तियों को सुरन्न खान में 

लिए रखी गई मिल्दबद्ध पृष्ठमंडपकिन तुस्तक में अभिलिखित 
या भामंगल खान से या भरातल के ऐसे भाग से जहां उन्हें भाग , 

की जाएगी और परीक्षा करने वाले व्यक्ति द्वारा उग पर हस्ता 
भुआं या बाहर निकली तप्त मामग्री मे खतरा हो गकता है, तुरन्त हटा 

क्षर करके तारीख डाली जाएगी . 
लिए जाएंगे । 

परन्तु प्रादेशिक निरीक्षक , लिखित प्रावे श द्वारा, और उन 
( ब ) आग या तप्त सामग्री को बनाने और दबाने के लिए या भाग 

शों के अधीन रहने हुए जो वह उसमें विनिविष्ट करे उनमें 
या तपन का नियंक्षिप्त पारने और मुंह नन्द करने या भलग करने उमकी 

भिन्न व्यक्तियों का , जिनकी प्राग या तपन के संबंध में कार्रवाई 
फलने से रोकने के लिए अविलंब सुरन्त पति कदम उठाए जाएंगे ; और 

करने की अपेक्षा की जाती है, विवत सान संक्रिया या भूमि 
( ग ) भूमि के नीचे माग तगने या तपन की दगा में ,विनियम 190 - पा 

के नीचे खान के किमी भाग में नियोजन अनुशान कर सकेगा । 
भी घधीन तैयार की गई योजना तुरन्त लागू की जाएगी । 

( स ) खण्ड ( ) द्वारा प्रक्षित क्षा , फिमी ती वाले अनुमोदित 
( 3 ) उम गंपुर्ण यधि के दौरान जम भाग या पन के मंत्र 

पर ले । नो अपणु पक्षियों में गना गिजर या भका 
फार्रवाई कारको मा बन्द करने या समाधान को गा मानग करने का 

शिरीन वारा अनुमोदित माग गोगोकमाइम का पता लगाने 
कार्य चल रहा हो मो -- 

के अन्य माधनों की सहायता से की जाएगी । 
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( घ ) जल प्रगाल . टोटियो, अग्निशमन केन्म , पंप केन्द्र, संवासन 

प्रगानी मचाव मागी गादि को दशित करते हए अयतन 
अणिमन मारेग्य बना रखा जाएगा और उसकी पफ प्रति 
खान कार्यालय पीर भूमि के नीचे मान में संगम स्थानों में 
लगाई जाएगी । पर्याप्त मंगया में कितयों को , अग्निशामको 
के उपयोग और अग्नि गमन मेना में भी प्रशिक्षिप दिया जाएगा । 

ये सभी पमिनों को न मभी निगमन करो की 
स्थिति के बारे मे मा कराया जाएगा जिनकी पान में 
यवस्था की गई है । 


( 5 ) प्रत्येक बान का प्रयन्धक, मिसी नान या पाग के निवारण, 
पता लगाने, कार्रवाई करने और नियंत्रण के लिए, आग या पतन को 
नियंतित या बिलगाम करने के लिए और उन माफियाओं में लगे व्यक्तियों 
की सुरक्षा को सुनिश्चित करने के लिए उपयुक्त अग्निशमन प्रबन्धों को 
पवस्था करने और उनके अनु रक्षण के लिए एक विस्तृत स्कीम तैयार 
करेगा और स्थापना करेगा । स्कीम परिस्थितियों में चनुसार उपयुक्त 
न्म से उपांतरित की जाएगी और परानन रखी जाएगी । 

( 6) जहा उमिनियम ( 2 ) के खण्ड ( ख ) के उपबन्धों का किसी 
बान या उसके भाग में मनुपालन नहीं हुमा है, या जड़ा प्रादेशिक निरीक्षक 
की राय में ऐसे उठाए गए कदम भपर्याप्त है , वहां वह सवामी, अभिकर्ता 
या प्रबन्धक को लिखित में सूचना दे सकेगा जिसमें वह उसमे यह अपेक्षा 
करेगा कि वह ऐसे मुरक्षात्मक उपाय ऐसे समय के भीतर करे जो वह 
उसमें विनिविष्ट करें । सूचना की अपेक्षाओं के अनुपालन न होने की दशा 
में , प्रादेशिक निरीक्षक , लिखिर मादेश द्वारा, खान या उसके भाग 
में किसी ऐसे व्यक्ति का नियोजन, जिसका नियोजन पूर्वोक्त अपेक्षाओं के 
मनपालन में भानश्यक न हो , जब नक सूचना की अपेक्षाओं का अनुपालन 
महीं हो जाता, प्रतिषिद्ध कर मकेगा । " 


( 2 ) ( क ) गोडासा प्रकार के ग्राम गामा या पानी का प्रयोग 

नेल की या धन अग्नि को बसाने के लिए नही किया 
जाएगा । 


( ब ) फोम किस्म के अग्निशामक या प्ररोग यधत अग्नि म्हाने के 

लिए नहीं किया जाएगा । 


( ग ) रमानों से मक्त अग्नि गामको बी , जो प्रचालिन निा जाने पर 
विली या उपायकर गैसों को छोर सकते हैं व्यवस्था या 
उनका प्रयोग भूमि के नीचे नही किया जाएगा : 


परना इस वंड की किसी बात से यह नहीं समापा जाएगा कि यह 
एमें अग्निशामों का भूमि के नीचेप्रमानयि करती है 

जो चनाए जाने पर कार्बनमामामाम छोड़ते हैं : 
( 3 ) कोई सक्षम व्यक्ति प्ररेक मास में कम से कम एक बार ऐम उपस्कर , 

सामग्री या प्रबंधों की परीक्षा करेगा जिनकी अग्निशमन के लिए 
व्यवस्था की गई है । ऐसी प्रवेश परीक्षा की रिपोर्ट इस प्रयोजन 
के लिए रखी गई जिल्व-बद्ध पुष्ट संखपाकिन पुस्तक में रखी जाएगी 
और परीक्षा करने वाले व्यक्ति द्वारा उस पर हस्ताक्षर करके सारीब 
डानी जाएगी । फिपीसी परीक्षा के दौरान या अन्यया कोई 
कमी पाई जाती है तो उसे सुग्न्न दूर किया जाएगा । 


23. उन विनियमों के विनियम 122 में ,- -- 


22 उक्त मिनियमों के मिनियम 120 के स्थान पर निम्नलिखित विनियम 
रखा जाएगा, पति : 
" अग्निशामक उपस्कर और संगठन : 

( 1 ) प्रत्येक विद्युत बान या भूमि के नीचे खान में ,.- - 
( क ) जब तक कि प्रादेशिक निरीक्षक द्वारा स्पष्टतया लिखित में 

छूट न दे दी गई हो , पूर्ण माप से घात्तिक मंनिर्माण जल प्रनाल 
और उन पर 100 मीटर से अनधिक की दूरी पर पर्याप्त 
सम्मा में टोंटियां लगाई जाएंगी और जो सभी कार्य स्थलों , 
में और पाग की जोखम वाले अन्य स्थानों पर जिसके अन्मांत 
कोमला भार , कार्मनथुफ्त सामग्री वाली फालतु मिट्टी के हर 
सपन उत्पन्न करने वाली कोयला प्रमाव्य सतह प्रादि भी है , 
जो प्रभावी भग्निशमन के प्रयोजन के लिए पर्याप्त दाव पर 
जल की पर्याप्त मात्रा का प्रदाय कर मके , की व्यवस्था की 
जाएगी और उन्हें बनाए रखा जाएगा । 60 मीटर , से भन्यन 
लंबाई के हो गइप , मावश्या मानकीकृत फिटिंगों के माय 

उपयुक्त स्थानों पर मासानी से उपलक्ष्य रने जाएगे: 
( अ ) भग्निशामक उपस्करों को उपयुक प्रदाय के साथ मग्निशमन 

केन्द्रों की स्थापना की जाएगा और धरातल पर और भूमि के 
नीचे दोनों में पर सुविधाजनक स्थानों में अनुरक्षित बनाए 

रखे जाएगे : और 
( ग ) बाल या प्रदाह्य धूल या बहाय अग्निशानकों की निम्नलिखित 

में व्यवस्था की जाएगी - - 
( i ) किसी बान के प्रत्येक प्रवेश स्थान और उपयोग में प्राने 

पाली प्रत्येक अवतरण और शफ्ट तली पर ; 
(ii ) ऐसे प्रत्येक स्थान पर जहां काष्ठ, ग्रीन, तेल या अन्य 
जवाननगील सामग्री मंचित है ; 
( iii ) प्रत्येक जन कक्ष, विद्युत गिमर, महक मार्ग या हम 

चालन यूनिट डीजल अनुरक्षण कार्यशाला और मरण 

केन्द्र. मंचयन मेटरी आवेषण केन्द्र ; 
( iv ) प्रत्येक कोयला पार करने की मशीन और शोषण 

मगीन, परन्तु जहां घर्षण ज्वलनशीलता का जोखिम 
अधिक है, बहा ऐसी मशीनों से युक्त अग्निशामको मी 

म्यवस्था की जाएगी जी म्वालित हों , और 
( v ) का जोखिम यो में पला विष प्रभा 

प्रबंधक द्वारा यिनिर्विट किए जाएं । 


( i ) उपविनियम ( 2 ) के स्थान पर निम्नलिखित उपविनियम रखा 

जागा, अनि : - - 
"( 2 ) किसी अनि । खान में , जिमें कोयना निकलने में 

दो हुई भूमि पर या कि विवत लालिग वान में या भूमि 
के नाने की खान के किसी भाग में प्राग का पता बले या 
माग के विद्यमान होने का विश्वास किया जाए. . 


( क ) विनियम 119 के उपविनियम ( 3 ) मे अधिस्थत पूर्वाव . 

धानियों के अधीन रहते हुए भाग को नियंत्रित करने , 
मह मंद करने या विपमित करने के लिए पर्याप्न कदम 

उठाए जाएंगे ; और 
( ख ) खंध ( क ) में अपेक्षित पूर्वावधानियों में निज ऐमी खानों में 

कोई कार्य नहीं किया जाएगा जब तक कि , भूमि के नीचे मा । 
पागवाला क्षेत्र या टूटे हुए प्रवेण से के माध्यम मे भूमि से 
जड़ी श्राग का मुंह प्रभावी रूप से मान के अन्न भागों से 
बंद न कर दिया हो और किमी टूटे हुए प्रवेश द्वार से भनि 
मे प्राग के क्षेत्र में पाग को निक तले से रोकने के लिए 
पनि उपाय न किए गए हों और विवृत खान की दशा में , 
प्राग पर पर्याप्त सा से निमनग न पा लिया गया हो । 


(i ) उपविनियम ( 4 ) के मंर ( फ ) गे. " भूमि के नीचे नपन " 

नदी के पापा का गोफ मा परा तिा प मिमी 
क्षेत्र का मह बंद करने मान्द अंन .स्थापित किन जागंगे । 


HII -- पण्ड ( i )1 


24. उमा विनियमों के विनियम 127 में ,- - 


भारत का राप्रपर : मसाधारण 

- .. : . - - - - - - -- - - - -- 
26 उनम विनियमों के विनियम 194 के उपमिनियम ( 1 ) में , 
119 ( 2 ) अंकों प्रौर कोटक के ग्थान पर " 118-1 ( 3 ) ( ग ) , 119 
( 1 ), 119( 3 ) ( क ), 120( 3 ) और 120 ( 4 ) " अंक , अक्षर और 
कोष्टर र जाग । 


(i ) 


विनिमम ( 1 ) उपविनियम ( 2 ) मोर उपथिनियम ( 3 ) के 
के स्थान पर निम्नलिखिम अपिनि म रखे जाएंगे , अर्थात :..... 


17 “ क्न विनियमों के विनियम 201 में ,- - 


" ( 1 ) प्रत्येक खान में उसी खान या पार्यस्थ खान की 
खनिती से जब ये गीली हो जाएं पानी या अन्य द्रा पदार्थ 
या अन्य सामग्री के फूट निकलने को रोकने के लिए . मिग के 
बहने की संभावना है, और पानी या अन्य द्रव पदार्थ के 
मोय या निकालने के लिए बोर छिद प्रबंधित करते समय 
दुर्घटनामों को रोकने के लिये उचित व्यवस्था की जाएगी । 


( i ) पापमं शीर्षक के स्थान पर निम्नलिखित पाउन गीर्षक रखा 

मागा, अपि - 


(ii ) उपविनियम ( 1 ) में "ममिनि को प्रपीना " 


( 2 ) जहां निम्नलिखित में कार्य किया जा रहा है. . 


( क ) ( i ) मिसी अन्य मीम या मैक्शन के नीचे नोई मीम या 

मैक्गन ; या 
( ii ) किसी सीम या मैनणन के नीचे के में स्थान में जो किसी 

निम्नतर सीम या मनशन के किमी स्थान गे निम्नतर नल 
. पर हैं ; या 


( क ) उपविनियम ( 1 ) में आने वाले गधों " मसन निरीक्षक के नीचे 

विनिर्दिष्ट किसी प्रादेश के विरुद्ध अपील " के स्थान पर 
निम्नलिखित गद र जाएंगे , अयति :- - " हन सिनियमों के 
अधीन मका निरीक्षक द्वारा किए गए किमी मूल प्रादेश के 
विम्ब या मा निरीक्षक द्वारा प्रादेशिक निरीक्षक के मादेश 
के विनर किसी अपील पर यिनियम 203 के अनीन पारिन 
किनी प्रादेश के विग्ध " ; 


( ख ) र ( 1 ) और ( ५ ) का लोग किया जाएगा । 


. 


( iii ) किमी सीम के , जो अंग के समीप है जो किनी में परितम 

सोम या मैनशन से होकर गजरती है जो पानी या अन्य ट्रय 
पदार्थ के संचय मे युक्त है . या हो मवादा है , या 
दिमी में अन्य द्रव पदार्थ मे यूनन है जिसके गीला होने की 
दशा में बहने की संभावना है , किसी स्थान में , 


5 


दुसरी अनुसूची में उन विनियमों के ( विनियम 53 के प्रान ) 
"म्नंभ और गैलरियां नाम के मामले विद्यमान प्रविष्टियों के म्यान 
पर निम्नलिखित रखा जाएगा, अभि :- - 


( ४ ) किमी अल पाले ग्नर में . 


- - - - - - - 


- 


- - 


- - - - - 


प्रतीक 


1 


. 


| .. .... । । . . 


भाभी उपयोगी सूचनाएं जिनमे अन्तर्गन ऊपरवणित लक्षणों की स्थिति 
विस्तार और गहराई भी है अजित की जाएगी और अभिलेख रखा 
जाएगा तथा पानी या अन्य द्रव पदार्थ या निःसी अन्य सामग्री के 
फट निकलने को रोकने के लिए , जो गीला होने की दशा में बहती 
हो कार्यकरण की एक स्कीम बनाई जाएगी और उसे प्रभावी अंग 
में फार्यान्वित किया जाएगा । 


- - - -. .. - - . - 
- बिन्दु रेखामों 

द्वारा पशिन 
पनिनों का 
सर्वेक्षण नहीं 
किया गया 
है और उनका 
विस्तार शुद्ध 
पप से ज्ञात 
नहीं है । 


( 3 ) उपविनिमम ( 1 ) पोर उपविनि पन ( 2 ) की अपेक्षाओं पर 
प्रतिकूल प्रभाष गाने बिना , मब कोई बनिन किम्ही त्पमतोपयोग या 
परिस्पन या अन्यया बनितों से ( जो ऐमी खनिने नहीं हैं जिनकी 
परीक्षा की जा चली है और जो पानी या अन्य द्रव पदार्थ या अन्य 
सामग्री के मंचय से मुक्त पाई गई है, जिगका गीला होने पर लावन 
मंभाध्य है ) 60 मीटर की दूरी के अंदर तक पहुंच जाए . चाहे वे उसी 
बान में हों या किसी पार्यस्थ खान में हो , नब तक उसका पीर प्राम 
विस्तार मुख्य निरीक्षक की लिखित में पर्व अनुज्ञा और उन गो के . 
अधीन ही जो वह उसमें विनिर्दिष्ट पारे , किया जाएगा अन्यथा नह। । 


[मंगमा एस- 66012/1/ 86-एम . .10 

पार टी . पापले . उपचिय 


MINISTRY OF LABOUR 


रपट.करण : हम उपविनिगम के प्रयोजन के लिए उन अनितों के 
पी. प की पूरी से अमित जोगी, ययोस्थिति , एफ ही सीम मी खनितों 
या मिन्ही दो सीमों या संक्शनों की सभी नगनतम मूरी , चाहे वह किमी 
भी दशा में नापी माए , अर्थात् चाहे तिज ग मे नापी जाग या 
अध्याय र या प्रानन मा में । " 


New Delhi, the 15th July, 1913. 

NOʻTIFICATION 


( 1 ) उपधिनियम ( 6 ) के खंड ( क ) में मभी ऐसे बो छिद्र - - - -- 
सोगे शब्दों के पश्चात " एक दूसरे के ममीप पर्याप्त रूप में प्रथिन 
यह सुनिश्चित करने के लिए कि पानी या तरल पदार्थ या किसी अन्य 
मामग्री बाली स्खनितों में जम में गोली हो जाएं तो उनका उनी फर 
निकलना संभाब्य है, " " अग्र पाठ धर्घटना रूप में प्रारपार छिम नही होगा " 
गरम अंत:स्थापित किए जाएंगे । 


G. S. R. 787 ( . ) . -- The following chati ol certain 
regulations further to amend the Coul Alines Reyll 
lations, 1957, which the Central Government propo 
ses to make , in exercise ol the poivers conferred 
section 57 of the Mines Act, 1952 (35 ol 1952), in 
bereby published is required by sub - section (1 ) of 
vection 59 of the said Act, for information of all per 
sous lik « ly to be alerted thereby, and notice is creby 


23. बस विनियमों के विनियम 119 का लोप नि । जाएगा । 
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given that the said draft will be taken into consirleri) 
tion on the expiry of a period of tiree months from 
the date of publication of this notiſiration in ille 
Offical Garritee. 


dny objections or suggestions winical any lie in 
ceived liom any person with espect to the sail drill 
before the period so specifier will be considered by 
Ilie Central Government. 


DRAFT REGULATIONS 
1. These regulations may be called the Coal Vines 
(Amendment) Regulations, 1988 . 

2. In regulation 2 of thic Coal Mines Regulations. 
1957 . (hereinaiter referred to as the soid reguli 
cions) , of the clause (34) the following clause shall 
be inserier , namely : 
" ( 9:1 - A ) "Working " means any excavation maile 

or being made in a nine loi merch of or 

obtaining coal" . 
3 . After sub -regulation ( 10 ) of the regulation 11 
of the said regulations, the following proviso shall be 
inserted , namely : 

" Provided that if at any meeting there is no cillu 
rum as atoresaid , the mceting shall autumatically 
stand adjourneil to a cate which is the days later 
or if thatday is a public holiday, to the next working 
clay and the tiine , place and agenda for the arljour : 
ned meeting shall remain unchanged . It shall there 
upon be lawful to dispose of the business at such 
meeting irrespective of number of members att( 11 


(b ) in the case of Second C1:25a Manacci s 

Certificate . . . . . . . . . . . . . . . . Rs. 75.00 
(C) in the case of a Surveyor s Certificate . . . . 

. . . . . . . . . . . . . . R 500 ,00 
(el) in the case of an Overman s Cerviticilo . . 

. . . . . . . . . . . . . . . . . . . . . . . . Rs. 50 .00 
(e ) in the case of a Sirdar s rohelicita . . . . . . 

. . . . . . . . . . . . . . . . . . . . . . Rs. 30 .00) 
(1) in the case of a I Class Engine Driver s 

Certificate . . . . . . . . . . . . . . . . . . . . 30 .00 
(g ) in the case of II Class Engine Drivcır s Cer . 

tificate , . . . . . . . . . . . . . . . . . . Rs, 25 .1111 
(h ) in the case of a Short - firer s Certificates . . . 

. . . . . . . . . . . . . . . . . . . . . . . . Rs. 25 . 01) 
(i) in the case of Gas- testing Certificate . 

. . . . . . . . . . . . . . . . . . . . . . . Rs. 25 .00 
(j) in the case of a Lamp Choclor s Cerciales 

. . . . . . . . . . . . R $ 27.00 
( 2 ) The Chief Inspector may permit the refund 
of any lce paid under sub -regulation ( 1 ) Where this 
candidate has died before the examination for grant 
of a certificate or where the fee bas hocu crro : cous 
ly paid . 

(3 ) Except as aforesaid , fce paid for the grant of 
a certificate shall be refundable." 

6. Regulation 25 of the said regulations should be 
omitted . 


cling" : 


1. In regulation 15 of the said regulations 

(i) ſor sub -regulation (2 ) , the following sub - re 
gulation shall be substituteri, namely :-- 

" (32 ) No person shall be aclmitted to il cimdi lato 
to any examination for Managers , Suvchor s, Ovy 
man s or Sirdar s Certificato iinless he has passed the 
matriculation examination of a recognisent univer 
sity or its equivalent, and for an Engine Driver s on 
Shotfirer s Certificate unless he satisfies the livarel 
tliat he is litrate " . 


7 . In regulation 26 of the said regulations, 
(i) for the words " Suspension of an " occurring 

in the marginal heading, the words " Sursa 
pension of a Manager s, Survcyor s ," all 

be substituted ; and 
(ii) for the words " holder oſ an " occuring in 

sub - regulations (1 ) , the words " leler of in 
Manager s surveyor s " shall be sustinuter . 


Provider that nothing in this sub -legulation skill 
be cleemed to dlebar a person not satisfying the pro 
visions thereof ( ronı being aclmitled at an examinin 
tion for a Sirdar s Certificate on or beforc th : 1st clay 
of January, 1989, if he had been admittcrl at in exil 
mination for the said Certificate carlier . 

( ii ) sub - regulation ( 24 ) shall be omitleil. 


8. In regulation 31 of the said regulations, the so 
cond proviso to sub -regulation (2 ) and the words 
“ or of Regulation 149," 0ccuring in sul - regulation 
( 3) , shall be omitted . 

9. After regulation ? of the said regulations, the 
tollowing regulation sliall he inserteil, namely :- . 

" 32 - A , Qualifications and appointment of Venzin 
lation Officer - In every mine consisting of gassy seanıs 
of first degrec , the average output of which exceeds 
5 . 000 tonnes or of second or third degree the avera 
go output of which exceeds 2,500 1onnes, the ma1117 
ger shall be assisted in the work of 411piriyin ile 
maintenance of the ventilation systent of lic mine in 
accordance with the provisions of l 16sc regulations 
by a Ventilation Officer wlio shall be a person hola 
ding the following qualifications : 

la ) in the case of a mine consisting of ginsy seuls 
of first degree and having an average willnot in cres 
of 15 ,000 tonnes or a mine consisting of 4 :19S SC011 
of second or third degree and having averate Output 
in excess of 10 .000 tonnes, a Manager s Cortinate : 
and 


5 . For regulation 20 of the said iegulation, thic 
following regulation shall be substiin : 2 , name! : 

“ 20. Fces for grant of certificates -- 

(1) Fecs on the following scale shall be pwd in 
respect of every application for the grant of a certi 
ficit : 


(a ) in the case of a First Class Manager s cerc 

ficate , , . . . . . . . . . . . . . . . . . . . . Rs. 100 .00 


( 4T4H - - + 3 ( 1) ] 


भारत का राजपा : मसाधारण । 


- 


b ) in every other case , a Manager s Certificate or 
a Degree , Diploma or Certificate in Mlning or Mi 
ning Engineering approved for the purpose of the 
proviso to sub - regulation (1 ) of regulation 16 . 

Provided that, where special conditions exist, the 
regional inspector may , by an order in writing and 
subject to such conditions as he may specify therein , 
poriit or require the appointment of a ventilation 
officer in variance of these provisions or require the 
appointment of such number of persons to assist the 
ventilation officer, as may be specified in the order : 

Provided further that, in the case of a minc . con 
sisting of gassy seams of first degree and having an 
average output less than 15 , 000 tonnes, the regional 
inspector may , considering tht nature and oxtent of 
workings therein , permit, by an order in writing , and 
subject to such conditioons as ho may specify therein 
combining of cho post of ventilation officer with that 
of safety officer appointed under regulation 31- A . 
Explanation - For the purpose of this regulation the 
expression average output means the average , per 
month of the total output during the preading year 
from the belowground workings of all seats. Where 
the mine consists of gassy seams of different degrees, 
the aforementioned average output shall be deemed 
to be from the scam or scams of the highest degree 
of gassiness ., 

10 . After sub- regulation (1) of regulation 84 of 
the said regulations, the following sub - regulation 
shall be inserted , namely : 
" (IA ) The mipe, or district assigned to an over 

man under sub - regulation (1 ) shall not be 
of such a sizę , por shall any additional duties 
other than his duties under these regulations 
do such , as are likely to prevent him from 
zarrying out in a thorough manner the du 
tics prescribed for him under these regula 
tions and in case any doubt arises As to the 
foregoing duties, it shall be referred to the 

Chief Inspector for decision ." . 
11. In sub - regulation (8 ) of regulation 41. of the 
said regulations, the words" and a copy of every 
such entry together with .a copy of the plan shall be 
furnished to the regional inspector within seven days 
of the accident" shall be inserted at the end . 
· 12 In sub-regulation (2 ) . of the regulation 41A of 
the said regulations, for the word " if" the words 
" Except in an emergency , on duties other than those 
specified above shall be assigned to the safety officer 
and whenever shall be substituted . 

19. In sub - regulation (2 ). of regulation 42A of the 
said regulations for the word " it, the words Except 
in an energency, go duties other than those specified 
above shall be assigned to the ventilation officer and 
wbencver" shall be substituted . 

14. Lo clause (b ) of sub - regulation (8 ). of regula 
tion 43 of the said regulations, the following explay 
tion shall be inserted namely : 
" Explanation -- For the purpose of this sub -regala 
tiod , the expression justifiable cause " shall relato 
onty co the duties enumerated in this regulation ." 
1865 GI/ 83 - 2 . 


15 . In regulation 100 of the said regulations 
(i) in sub -regulation (1) , for the words. " Chief 

Inspector" , the words " regional inspector" 

shall be substituted : 
(ii) sub - regulation (4 ) shall be omitted . 
(iii) in sub - regulation (5 ) after the words, " as 

small an areas of uncollapsed roof as possi 
ble," the words, " with due regard to danger 
from an airblast or weighting on pillars" 

shall be inserted , 
16 . In regulation 103A of the said regulations. 
(a ) to sub -regulation ( 1) , after the existing pro 

viso the following proviso shall be inscrted , 

namely : 
" Provided further that an entry made in the re 
gister or the absence of an entry therein as also a 
communication in pursuance with the aforesaid pro 
viso or absence thereof shall not in any way limit the 
duties or obligations of a person under the Actior the 
regulations, rules, bye - laws or orders made there 
under." 

(b ) for sub -regulation (2 ) , the following sub 

regulations shall be substituted , namoly : 

When an entry is made in tht register 
2 ) the owner, agent and manager shall each be 

deemed to know what is contained in that 

entry ; and 
(b ) a copy thereof shall be displayed within 

three days of the date of such entry on the 
notice board of the mine for not less than 

fifteen days" . 
(c) after sub -regulation (3) the following sub 

regulation shall be inserted , namely : 
(4 ) The register 
(a ) shall be kept available for inspection in the 

office of the mine for a period of at least 
three years after the date of making of the 

last entry in it ; and 
(b ) shall not be removed therefrom before the 

expiry of the aforesaid period , except by OT 
with the approval in writing of the Regio 

nal Inspector" . 
17. In regulation 108 of the said regulations 
(i) after clause (b ) of sub -regulation ( I) , the 

following clause shall be inserted , namely : 
" (b ) every development working within 10 

metres of face and every junction of road . 
ways immediately outbye of a develop - . 

ment face;" 
. (ii) for sub -regulations (2 ) and (3) . the follo 

wing sub -regulations shall be substituted 

namely : 
(2) . The manager of every mine having workings 
below ground shall, before commencing any opera 
tion specified in sub - regulation ( 1 ) and also when re 
quired by the Regional Inspector, frame, with due 
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regard to the physico -mechanical properties of strata , 
local geological conditions, system of work and mc 
chanisation , and past experience , and enforce Systo 
matic support Rules specifying in relation to each 
working place the type and specifications of supports 
and the intervals betwoen 
(1) supports on roadways including places where 

machinery is used for cutting, conveying or 

loading , 
(ii) cach row of props, roof bolts or other sup 

ports ; 
(ii) adjacent rows of props, roof bolts or other 

supports; 
(iv ) last row of supports and the face ; 
(v) hydraulic chocks and powered supports ; and 
( vi) the pack and the face ; 
Provided that, in respect of a mine where develop 
mcat operations are already in progress, the support 
rules in relation to die working places specified in 
clause (c ) of sub -regulation (1 ) shall be framed and 
enforced within 15 days of the date of coming into 
force of this sub -regulation . 

(3 ) The manager shall , at least 30 days before the 
commencement of any operation specified in sub -re 
gulation (2 ) and subject to the proviso thereto sub 
mit a copy of the Systematic timbering rules to the 
Regional Inspector who may , at any times. by an 
order in writing , rcquirc such modification in the 
rules as he may specify therein ." 
( iii ) the words " framed and approved as afore 

said " and " other " occurring in sub -regula 

tion (4) shall be omitted . 
( iv ) After sub -regulation (5) the following sub 

regulation shall be inserted , namely : -- 


(c ) the manner of making all concerned per 

sons such as, loaders , dressers, timberman . 
shortfirer , sirdars, overmcs and assistant ina . 
nagers fully conversant with the systematic 
support rules and the nature of work to be 

performed by cach in that behalf" . 
18 . For tegulation 109 of the said regulations the 
following regulation shall be substituted , namely : 

" 109. Setting of supports - (1 ) (a ) Every prop 
shall be set securily and on a sound fuodation ; and 
shall be kept tight against the roof. 

(b ) Where a prop is set on sand or other loose ma 
terial, a flat -base prece not less than 5 cenpimettes 
in the thickness 25 centimetres in width and 0 .75 
motre -in length shall be used . 

(c) The lid used over a prop shall have a width 
not less than the diameter of the prop , a thickness 
not less than 8 centimetres and a length not less than 
0 .5 metre . 

(2) Every bar set for supporting the roof of a 
roadway shall be set securely on props or on cogs QI 
on stcel clamps of suitable design and adequate stren 
gth , securely fixed on the sides of the roadway or in 
holes at least 0 .5 metre deep made in the sides of. 
the roadway and shall be made and kept tight agai 
nst the roof. Where lagging is necessary , the number 
of laggings shall not be less than one for every metre 
length of the bar and the laggings shall be raade and 
kept tight against the roof. 

(3 ) (a ) Every cog used as a support shall be well 
built and set on the natural floor or on a secure foun . 
dation , and shall be made and kept tight, maintain 
ing maximum possible contact against the roof, 

(b ) Only rectangular pieces shall be used as a em 
bers of a cog , so however that, in case of timber it 
shall be sufficient to joggle two opposite sides . 

(c ) The cogging members shall be not less than 
1.2 metres in length . 

(d ) Before erecting cogs in a depillaring arca , 
props shall be crected at the corners of each cos . 

(4 ) In inclined seams the supporting props and 
cogs shall be so set as to ensure maximum support 
having regard to the inclination of the seam or road . " 
way and probable strata movement. Where necossary 
such supports shall be re -inforced to prevent displace 
mento 

(5 ) Every ledge and every prominent crack or slip 
in the roof shall be kept supported with at least a 
pair of cogs or cross-bars suitably lagged . 

(6 ) Overhanging sides shall be dressed down . 
Where this is not practicable , stay props or other 
suitable means of support shall be crected at inter 
vals not exceeding one metre. 

(7 ) Where sand or other material is stowed or , a 
pack is formed for the purpose of support, it shall be 
packed or made as tight against the roof as practi 
cablc over its whole area . 

(8 ). (a ), Roof and sides and supports shall be ics 
ted as often as necessary ; and except where it is no 
longer necessary for purposes of support, any support 


6 . “ The manager shall formulate and implement 
a code of Standing Orders specifying 
(a ) the system and the organisation for procur 

ment and supply of supports of suitable 
material, adequate strength and in sufficient 
quantity where these are readily available 
for use ; 


(b ) the method of handling including dismant 

ling and assembling where necessary and 
transportation of the supports from the sur 
face to the face and from the face line to 
their ntw site ; 


(c) the system and the organisation for mainte 

nance and checking of supports , dressing 
the roof and sides, erecting , cxamining and 
re -tightening of supports and re- recting dis 
lodged supports , including the use of ap 
propriate tools . . 


( d ) the panel of competent persons for engagc 

ment as substitutes in the event of a regu 
lar supportsman or dresser absenting from 
cluty ; and 
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(d) safe positioning of the persons engaged isi 

the operation ; 


loosened , broken or dislodged by or removed for any 
operadon shall be tightened , replaced or reset with 
the least possible delay and particularly before per 
sops the allowed to pass or resume work after an in 
terruption , Where floor coal or roof coal is taken , 
shortor props shall be replaced with longer props. 


( e) training of competent persons who are en 

trusted with the operations ; and 


(1) supervision during withdrawal of supports . 


(2 ) In case of powered supports, the order shall 
also specify the method of supports of the face line 
during the withdrawal operations." 


20 . In regulation 118A of the said regulations 
(i) in sub - regulation (i) for the words " cxurac 

tion of pillars" occurring in clauses (a ) and 
; (c) the words " extraction of coal" , shall be 

substituted ; 
( ii) in sub - regulation (3 ) shall be substituted 

for the words " gozved out arca " occurring 
in clause (c ) the words " goaved out areas 

and unused workings " shall be substituted . 
( iii) proviso to sub -regulation (1) shall be omit 

ted . 


21. For regulation 119 of the said regulations, the 
following regulation shall be inserted , namely : 


" 119. Precautions after a fire has broken out 


(b ) In every place wherein roof coal is taken or 
a fall of roof or sides has occurred , no work of clea 
ning the dislodged coal or the fall or any part thercof 
shall be undertaken nor shall any person be allowed 
to pass , until the newely exposed roof and sides in 
the vicinity thereof have been examined , and made 
safe, if necessary, by temporary suppors, 

(9 ) Notwithstanding anything contained in sub 
regulation (8 ) only such minimum number of per 
cons may be engaged under the supervision of a sir 
dar or overman as may be necessary for securing the 
roof and sides thereal . 

10 . Where roof bolts are used for support, the 
bolts shall be securely fixed in place . 

11. (2 ) Powered supports, hydraulic chocks or 
link -bars shall be advanced as soon as practicable 
after a web of coal has been taken off the face so as 
to ensure that the area of unsupported newely expo 
sed roof is taken to a minimum " . 

( b ) Powered supports, hydraulic chocks and props 
and friction props shall be set securely and checked 
from time to time. When any defect is detected in any 
poworod support or hydraulic chock , the same shall 
be attended to as soon as possible and until then the 
roof at that place shall be kept effectively supported 
with conventional supports. Any defective hydraulic 
or friction prop shall be replaced immediately. 

(c ) Where , by reason of any irregularity in the 
roof, ibor or sides or due to any other rcasons, any 
powered support or hydraulic chock becomes ineffec 
tive, conventional supports in sufficient number shall 
be used . . 

( ) Additional supports shall be also erected for 
support of roof and sides on the face side of a face 
conveyor during any period it becomes necessary for 
persons to pass or work on the face side of the conve 
yor for whatever reason . 

19 . For regulation 110 of the said regulations, the 
following regulation shall be substitutecl , namely : 
" 110. Withdrawal of supports 

( 1 ) Whenover supports are to be withdrawn the 
withdrawal shall be done in accordance with the me 
thod which shall be specified in the Manager s Stan 
ding Orders. The standing order shall cover 

fam .) the supply and use of appropriate tools and 

safety contrivances ; 
(ty) the setting of extra supports to control the 

collapse of roof from which supports are 

being withdrain : 
(c ) the sequence of withdrawal of supports ; 

withdrawal of a cog to precerle withdrawal 
of its corner props ; 


(1) When any person defects smoke or any other 
sign indicating the presence of spontancous heating 
or fire that may have broken out on any ground bro 
ken by extraction of coal or in any opencast working 
of in any part of a mine belowground , he shall im 
inediately inform his superior official about the same. 


. 


(2 ) On the appearance , in any opencast working 
or on any ground broken by extraction of mal or in 
any part of a mine belowground, or any sign indica 
ting that a fire or spontancous heating has or may 
have broken out 
( a ) all persons other than those whose presence 

is deemed necessary for dealing with the fire 
or heating shall be immediately withdrawn 
from the opencast working or the workings 
belowground and such parts of the surface , 
where they may be endangered by Gre , 

smoke of ejected hot material; 
(b ) adequate steps shall be taken without delay , 

to extinguish and dig out the fire or heated 
material or to control and seal-off or iso 
late the fire or heating to prevent the spread 

thereof; and 
( ) in the case of a firs or hvating belowground , 

the emergency plan prepared under regula 
tion 1992 shall be immediately put into 

action . 
( 3 ) During the whole time that any work of dea 
ling with or sealing -off or blagketing or isolating 3 
ſire or healing is in progress 
(a ) a competent person shall be present on the 

spot throughout; , 
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(b ) adequate precautions shall be taken to pre 

vent danger to persons from any noxious, 
asphyxiating or inflammable gases ; flame 
stcam and cjected or rolling down hot ashes 
and material, explosion of water gas and 
falling into crevices or pot holes that may 
occur in the area on fire ; 


while dealing with fire or heating with the 
aid of heavy machinery , a probe , or a crane 
with dropping weight or any other suitable 
means shall be used in proving areas of 
doubtful stability and when excavating any 
arca of known or suspected to contain voids, 
dragline or drag -scraper shall be used in 
preference to the equipment running over 
suspect ground . In every cquipment used in 
dealing with fire , proper allowance shall be 

made to the effect of heat; 
(d ) in the case of a fire or heating belowground , 
(i) all accessible roadways continuous to the 

seat of fire or heating shall be treated 
with incombustible dust or in somc other 
way designed to prevent the spread of fire; 

and 
( ii ) there shall be kept available at or near the 

place , adequate number of self rescuer 
and at least two smoke helmets or other 
suitable apparatus for use in emcrgency , 
a cago containing suitable birds or other 
neans of defecting carbon monoxide gas 
approved by the Chief Inspector and a 
flame safoty lamp or other means of de 
tecting carbon dioxide gas approved by 

the Chief Inspector. 
(4 ) (a) No person other than those required for 
dealing with or scaling off or isolating the fire or 
heating shall be re - admitted in the opencast worn 
king or in the mine below ground or on any part of 
the surface area in vicinity of the fire untili - the fire 
or heating has been extinguished or scaled off or 
otherwise effectively controlled and an examination 
has been made by the manager or by the under ma 
nager or assistant manager, and the mine has been 
Jeclared to be safe . A report of every such examina 
tion shall be recorded in a boundpaged book kept 
for the purpose and signed and dated by the person 
making the examination : 


any heating or fire , for the examination and mainte 
nance of the protectivo measures taken to control or 
isolate a fire or heating and for ensuring salety , of 
persons engaged in the said operations. The scheme 
shall be suitably modified and kept up dated as the 
situation warrants. 

(6 ) Where in any mine or part thereof the provi 
sions of cause ( b ) of sub - rule (2 ) above have not 
becn complied with , or where in the opinion of the 
regional inspector the steps so taken are inadequata , 
he may give notice in writing to the owner, agent or 
manager , requiring him to take such protectivo mca 
sures , within such time, as he may spedfy theroin . 
In the case of non -compliance with the requirements 
of the notice, the regional inspector may , by an or 
der in writing , prohibit until the requirements of the 
notice have been complied with , the employment in 
the mine or part , of any person whose employment in 
his opinion is not necessary for the purpose of comp 
lying with the requirements aforesaid . 

22. For regulation 120 of the said regulations, 
the following regulation shall be substituted , 
namely :- . 

" 120 . Equipment and organisation for fire- 6ght 
ing (1) in every opencast or underground minc 
(a) unless expressly exempted in writing by the 

regional inspector, water mains of metalic 
construction throughout and fitted with an 
adequate number of taps, not more than 
100 metres apart and capable of deliver 
ing to all working places and all... other 
places of fire risk including coal stocks , 
spoil freaps containing carbonaceous,mate 
rial, exposed coal surfaces . liable to heat 
ing etc. an adequatc quantity of water at 
gufficient pressure for the purpose of effi 
cient fire fighting shall be provided and 
kept maintained. Hosepipes not less that 
60 metres in length , withi necessary stan 
dardised fittings shall also be kept feit 

dily available at suitable places ; 
(b ) fire stations with a suitable supply of formen 

fighting equipment shall be establishert: 
and kept maintained at convenient poial, 

both on surface and belowground , and . 
(c) sufficient" supply of sand or incombustible 

dust or suitablc portable fire extingui 

shers shall be provided at - 
(i) every entrance to a mine and at every 

landing and shaft bottom in , use ; 
(ii) every place where timber , grease, gil of 

, other inflammable materiali is stored in 
( iii) every engine room , electrical gear, driv 

ing unit of roadway, conveyor , diesel 
maintenance workshop and filing station , 
storage battery charging station : 
( iv) every coal- getting machine and heading 

machine, provided that, where the gish 
of frictional ignition is high , the fire 
extinguishers provided with such ma 
chiges shall be automatically operateri 


Provided that the Regional Inspector may, be an 
order in writing and subject to such conditions as he 
may specify therein , permit the employinent in the 
opencast working or in any part of the mine below 
ground, of persons other than those required to deal 
with the fire or heating . 

(b ) the examination required by clause (a ) shall 
be made with approved flame safety lamp and a cage 
containing suitable birds or other means of defecting 
carbon monoxide gas approved by the Chief Inspec 
tor . 

(5 ) The manager of every mine shall prepare , 
and establish a detailed scheme for the provision and 
maintenance of suitablo firt - fighting arrangements, 
for the prevention , detection , dealing and control of 


und 
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- 


- 


- 


- 


(v) such other special places of fire risk 

as may be specified by the manager. 


(i) in sub- regulation (4 ) in clause (a ) after 

the words " heating belowground" the 
words " or to seal oft goaf or an area of 
old workings" shall be inserted ., 


( d ) an up -to- clate fire-fighting plan showing the 

water mains, taps, fire -stations, pumping 
stations, ventilation system , escape routes 
etc . shall be kept maintained and a copy 
thcreof posted in the mine office and at 
convenient places belowground . Adequate 
number of persons shall be also trained 
in the use of fire -extinguishers and in -fire 
fighting. All such persons shall be macke 
familiar with the positions of all fire - fight 
ing equipment provided in the minc. 


( 2 ) (a ) Soda - acid type extinguishers or water 
shall not be used for fighting oil or electrical fires. 


(b ) Foam type extinguishers shall not be used 
for fighting electrical fires. 

(c) Fire-extinguishers containing chemicals which 
are liable, when operated , to give off poisonous or 
noxious gases, shall not be provided or used below 
ground ; 


Provided that nothing in this clause shall be 
decmed to prohibit the use belowground of fire 
extinguishers giving off carbon dioxide when 
operated . 

(3 ) A competent person shall , once at least in 
evcry month , examine all the equipment, material 
and arrangements provided for fire - fighting. A 
report of every such examination shall be made in 
a bound - paged book kept for the purpose and 
shall be signed and dated by the person making the 
examination . Any deficiency found during any 
such examination or otherwise shall be immediately 
remedicd ." 


24. In regulation 127 of ( 1) the said regulations (i) 
for sub -regulations (1) (2) and (3) the following 
sub -regulations shall be substituted , namely : 
“ ( 1) Proper provision shall be made in every 

mine to prevent irruption of water or 
other liquid matter or any material that 
is likely to ſlow when wet from the work 
ings of the same mine or of an ad 
joining mine and to prevent accidents 
while drilling bore holes for probe or re 
lease or a body of water or other liquid 

matter , 
( 2) Where work is being done in -- 
(a ) (i) any seam or section below another 

seam or section ; or 
any place in a seam or section , which is 
at a lower level than any other place in a 

lower seam or section ; or 
( iii) any place in a seam approaching a fault 

passing through an upper seam or sec 
tion , which contains or may contain an 
accummulation of water or other liquid 
matter or any material that is likely to 

flow when wet ; or 
(b ) any water- bearing strata , 
all useful information including the posi 
tion , extent and depth of the abovcmentioned 
features shall be acquired and kept recorded and 
a scheme of working designed to prevent irruption 
of water or other liquid matter or any material 
which flows when wet shall be prepared and put 
into operation , 

(3) Without prejudice to the requirements of 
sub -regulation ( 1) and sub regulation (2) , no work 
ing which has approached within 1 distance of 60 
metres of any other working, whether disused or 
abandoned or otherwise not being the working 
which has been physically examined and found to 
be free from accumulation of water or other liquid 
matter or any material that is likely to How when 
wet) and whether in the same mine or in an ad 
joining mine , shall be extended further except with 
the prior permission in writing of the Chief Inspec 
tor and subject to such conditions as he may 
specify therein . 
Explanation – For the purpose of this sub -regula 
tion , the distance between the said workings shall 
mean the shortest distance between the workings 
of the same seam or between any two scams or scc 
tions, as the case may be, measured in any direction 
whether horizontal, vertical or inclined " . ( ii) in 
clause ( a ) ol sub - regulation (6 ) after the words " All 
such bore holes shall be" , the words, " drilled suffi 
ciently close to each other to ensure that the ad 
vancing face will not accidentally hole through into 
a working containing water or liquid matter or any 
material that is likely to ſlow when wet and shall 
be" inserted . 


23 : In regulation 122 of the said regulations - 
(i) for sub - regulation (2 ) the following sub 

regulation shall be substituted namely : 
" (2) In any working minc , in which fire is known 
or belived to exist on any ground broken by ex 
traction of coal or in any opencast working or in 
any part of the mine belowground - 


(a ) adequate steps shall be taken , subject to 

the precautions laid down in sub -regulation 
(3 ) of regulation 119 , to control, seal- off 
or isolate the fire ; and 


(b ) no work other than the precautions re 

quired by clause (a ) shall be done in any 
part of such mine unless , the area on 
fire belowground or connected with fire 
on surface through broken strita is effec 
tively sealed off from the remaining parts 
of the mine and adequate steps have been 
taken and kept maintained to prevent the 
passage of air from the surface into the 
Circ arça through , any, broken , strata and 
in the case of opencast working the fire 
is adequately controlled . 


. 
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28 . In the Second Schedule (under regulation 59 ) 
of the said regulations against the NAME, " PILLARS 
AND GALLERIES " for the existing entries; the fol 
lowing shall be substituted namely > 


SYMBOL 


REMARKS 


LLLL 


25 . Regulation 149 of the said regulations shall 
bo omitted . 

26. In sub -regulation (1) of regulation 194 of the 
said regulations, for the figures and brackets, 119 (2 ) , 
the words, figures and brackets , " 118 - A (8 ) c ) , 
119 ( 2) , 119 (3 ) (2 ) , 120 (8 ) and 120 (4 ) " shall be 
substituted . 
27. In regulation 204 of the said regulations - 
(i) for the marginal heading , the following 

marginal heading shall be substituted 

namely : 
(ii) in sub- regulation (1 ) " Appeals to the 

Committe. " 
(a ) for the words" Against any order of the 

Chief Inspector speficed below " , Occur 
ing in sub- regulation (1)" , the follow 

ing words shall be substituted , namely : 
" Against any original order made by the 

Chief Inspector under any of thoso rc 
gulations or against any order passed 
under regulation 203, by the Chief 
Inspector on an appeal against regional 

inspector s order" , 
(b ) clauses (1) and (ii) shall be omitted . 
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